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• System requirements for the update: Windows PC and an RJ45 Ethernet connection, if necessary via a 
separate USB-to-Ethernet accessory.

• NOTE: Save application parameters in advance! Depending on the previously installed firmware version, 
the firmware update often results in a reset to the factory settings (factory reset). If necessary, please 
clarify with our support team whether an update is possible without a parameter reset, or save the 
application settings in advance with Kickdrive.

• Set an IP4 address on the network adapter for the address range matching the MovingCap. E.g. IP4 address 
192.168.2.10. The default IP address for MovingCap Ethernet is 192.168.2.150.

• Download the appropriate update project (e.g. MC349_xxxx_ETH_RE_Update.kicktpl or 
MC349_xxxx_ETH_AE_Update.kicktpl ) and open it in the Windows software Kickdrive Zero ( 
https://kickdrive.de/sw/KickdriveZero.exe ) or fullmo Kickdrive 
(https://kickdrive.de/sw/fullmoKickdrivePortable.exe ) .

• Carry out the firmware update according to the information in the Project Home tile:
If necessary, set the IP4 address in the interface tile to match the MovingCap address as described. Then start 
the update via the MCEth > Firmware tile.
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• After the update, a power reset must first be carried out - the drive displays this as ERROR FFF5h: 
"power cycling needed".


